
Getinge Assured
Wash Monitor Ultrasonic

The Getinge Assured Ultrasonic Wash Monitor is a 
single use synthetic soil test for routine monitoring 
of an ultrasonic wash process.

The test is inserted in a Wash Monitor Holder and 
then placed in the ultrasonic washer.

P R O D U C T  S P E C I F I C AT I O N

Performance Characteristics
The synthetic test soil (blue diamond) simulates human 
blood and tissue. The removal of all test soil indicates 
effective cleaning.

Physical Characteristics
The Wash Monitor Ultrasonic consists of a metal strip with 
synthetic test soil.

• Dimensions: 89 mm x 25 mm (3.5” X 1”)

• Substrate Material: Metal

Environmental Limitations
Storage: 4° - 30°C (40° - 86°F) and 10-60% Relative Humidity. 
Keep away from disinfectants and chemical fumes.

Shelf Life
24 months. The expiry date is printed on the product 
packaging.

Standards Classification
Consistent with ISO 15883, routine monitoring of washer 
disinfectors.

Ordering Information
Getinge Assured Order Number

Wash Monitor Ultrasonic 50 pcs 503865200

Wash Monitor Holder 503864800

PRS484_03_EN - Getinge Assured Wash Monitor Ultrasonic

Getinge Infection Control AB, P O Box 69, SE-305 05 Getinge, Sweden

www.getinge.com

jarkov
Psací stroj
Getinge Assured Wash Monitor jednorázový test se syntetickou testovací skvrnou pro rutinní kontrolumycích procesů v UZV čističkách.Test se vkládá do do držáku Wash Monitor Holdera celá sada se ukládá do mycí lázně.

jarkov
Psací stroj
Výkonnostní charakteristikaModrá indikátorová skvrna imituje znečištění lidskou krví a tkání. Odmytí celé testovací skvrny indikuje správnou účinnost mytí.

jarkov
Psací stroj
Fyzikální parametryWash Monitor Ultrasonic se skládá z kovového proužkus testovací skvrnou simulující znečištění* Rozměry: 89 x 25 mm* Podkladový materiál: kov

jarkov
Psací stroj
Vnější prostředíSkladování: skladujte v originálním obalu při pokojové teplotě 10 - 38°C a relativní vlhkosti vzduchu 10 - 60 %.Chraňte před dezinfekcemi a chemickými parami.

jarkov
Psací stroj
Doba použitelnosti24 měsíců. Doba exspirace je vyznačena na obalu.

jarkov
Psací stroj
Klasifikace dle standardůV souladu s ISO 15883, pravidelná kontrola myček a dezinfekčníchzařízeníObjednací údajeGetinge Assured                                       Objednací čísloWash Monitor Ultrasonic 50 pcs                503865200Wash Monitor Holder                                 503864800


